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LG Digital X-ray Detector 
Life's Good 

L)ISuperior Image Quality for Diagnostic Confidence ________ _ 
Highly Sensitive Csl AED· Detector with 16bit AD Conversion (Data Input & Output) *Auto Exposure Detection 

L)ILight yet Durable __________________ _ 
IP41: Water Resistance & Dustproof 

@ Solids Level 4 
Protected against objects of 

size 1 mm or larger 

@ Liquids Level 1 

Protected against dripping liquids, 

such as blood and bodily fluids 

Magnesium & Carbon-fiber Body 

With a super strong body that combines carbon-fiber with mag

nesium, The LG DXD is not only lightweight, but also exceptionally 

strong. 

Product Weight 

17HK700G-W 17HK701G-W 14HK701G-W 
Including Battery Including Battery 

Maximum Load Weight 

17HK700G-W & 17HK701G-W 

14HK701G-W 

Uniform load 
150kg (331 Jb) 

Point load 
100kg (2201b) 

l)IAcquisition Workstation Software(AWS) for LG DXD ______ _ 
Multi-layer Image Processing (MLP) 

Multi-layer image processing embedded in AWS provides well-balanced visualization at each frequency level. Its contrast 

enhancement processing functions such as detail contrast, sharpen and de-noise improve tissue visibility within an image. 

Conventional MLP Conventional MLP 
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Intel CPU Desktop 5th gen i5 or above
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1TB or higher
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